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verification results shall be maintained
with the locomotive’s maintenance
records until the next one is filed.

(5) A railroad’s event recorder peri-
odic maintenance shall be considered
effective if ninety percent (90%) of the
recorders inbound in any given month
for periodic inspection are still fully
functional; maintenance practices and
test intervals shall be adjusted as nec-
essary to yield effective periodic main-
tenance.

[45 FR 21109, Mar. 31, 1980, as amended at 58
FR 36614, July 8, 1993; 60 FR 27905, May 26,
1995]

§ 229.27 Annual tests.
Each locomotive shall be subjected

to the tests and inspections included in
paragraphs (b) and (c) of this section,
and each non-MU locomotive shall also
be subjected to the tests and inspec-
tions included in paragraph (a) of this
section, at intervals that do not exceed
368 calendar days:

(a)(1) The filtering devices or dirt
collectors located in the main reservoir
supply line to the air brake system
shall be cleaned, repaired, or replaced.

(2) Brake cylinder relay valve por-
tions, main reservoir safety valves,
brake pipe vent valve portions, feed
and reducing valve portions in the air
brake system (including related dirt
collectors and filters) shall be cleaned,
repaired, and tested.

(3) The date and place of the clean-
ing, repairing, and testing shall be re-
corded on Form FRA F 6180–49A and
the person performing the work and
that person’s supervisor shall sign the
form. A record of the parts of the air
brake system that are cleaned, re-
paired, and tested shall be kept in the
carrier’s files or in the cab of the loco-
motive.

(4) At its option, a carrier may frag-
ment the work required by this para-
graph. In that event, a separate air
record shall be maintained under a
transparent cover in the cab. The air
record shall include the locomotive
number, a list of the air brake compo-
nents, and the date and place of the
last inspection and test of each compo-
nent. The signature of the person per-
forming the work and the signature of
that person’s supervisor shall be in-
cluded for each component. A duplicate

record shall be maintained in the car-
rier’s files.

(b) Load meters shall be tested. Er-
rors of less than five percent do not
have to be corrected. The date and
place of the test shall be recorded on
Form FRA F 6180–49A and the person
conducting the test and that person’s
supervisor shall sign the form.

(c) Each steam generator that is not
isolated as prescribed in § 229.23(b),
shall be subjected to a hydrostatic
pressure at least 25 percent above the
working pressure and the visual return
water-flow indicator shall be removed
and inspected.

§ 229.29 Biennial tests.

(a) Except for the valves and valve
portions on non-MU locomotives that
are cleaned, repaired, and tested as pre-
scribed in § 229.27(a), all valves, valve
portions, MU locomotive brake cyl-
inders and electric-pneumatic master
controllers in the air brake system (in-
cluding related dirt collectors and fil-
ters) shall be cleaned, repaired, and
tested at intervals that do not exceed
736 calendar days. The date and place
of the cleaning, repairing, and testing
shall be recorded on Form FRA F 6180–
49A, and the person performing the
work and that person’s supervisor shall
sign the form. A record of the parts of
the air brake system that are cleaned,
repaired, and tested shall be kept in
the carrier’s files or in the cab of the
locomotive.

(b) At its option, a carrier may frag-
ment the work required by this sec-
tion. In that event, a separate air
record shall be maintained under a
transparent cover in the cab. The air
record shall include the locomotive
number, a list of the air brake compo-
nents, and the date and place of the in-
spection and test of each component.
The signature of the person performing
the work and the signature of that per-
son’s supervisor shall be included for
each component. A duplicate record
shall be maintained in the carrier’s
files.

§ 229.31 Main reservoir tests.

(a) Except as provided in paragraph
(c) of this section, before it is put in
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